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3X
46.0
9.0

11.0

3N
43.5
8.0

10.0

PW2
46.5
8.5

10.0

PW4
49.0
9.0

11.0

PW6
49.5
9.0

11.5

3P
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8.5

11.0

264
44.5
8.0

10.5

266
50.0
8.0

12.0
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51.5
9.5

13.0



2C
30.5

4.0
8.0

2D
32.0

5.0
9.5

2E
33.0

5.0
9.0

3C
34.0

5.0
8.0

3N
33.0

4.5
9.0
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5.5
10.5
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36.5

5.0
9.0

46
36.5
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8.5

47
36.5

5.5
9.5

26
35.5

5.0
11.0

3R
40.0

5.5
12.0

2P
33.5

5.0
9.5

13
33.5

5.5
9.5

A73
35.5

5.0
9.0

16
36.5

5.5
11.0

ARTICULATION TABLE
The Acrotone range has been designed to afford accuracy and ease of articulation.

The table shows recommended Anterior/Posterior combinations.
The final selection depends upon individual characteristics of the prosthesis under construction.

ANT POST ANT POST ANT POST

U L F 20° 33° U L F 20° 33° U L F 20° 33°

2C 2C 1 29M 16 4H 4H 4 31M 18 3P 3P 4 31M 20

2D 2D 1 29M 16 5P 3N 2 29M 18 264 2P 4 31M 18

2E 2E 2 31M 18 1N 3N 4 29M 18 266 26 4 31M 20

3C 3C 1 29M 16 2P 2P 4 31M 20 267 3R 4 31M 20

3D 3C 1 29M 16 136 4H 4 31M 20 PW2 13 4 31M 20

A23 3N 2 29M 18 137 47 4 31M 20 PW4 A73 4 31M 20

A25 2E 2 21M 18 3X 4H 4 31M 20 PW6 16 4 31M 20

A26 46 4 31M 18 3N 3N 4 31M 18

The formulae and techniques used in the production of the ACROTONE range have set new standards of durability, bonding, lustre, resist-
ance to crazing and abrasion. ACROTONE GOLD is a guarantee of functional and aesthetic properites rearer still to those of nature.
ACROTONE GOLD conforms to BS EN ISO 3336 and ADA 15 Specifications.
The Manufacturing Division ofity Assurance - Registered to ISO 9000/BS5750: Part 2: 1987 Certificate No FM10769.
Normal processing procedures will provide positive bonding of ACROTONE teeth to denture base plymers and, if required, full instructions
for dental laboratory handling techniques are avaialble on request.



1
U 26.5

5.0
L 28.5

7.75

Monochrome Functional Moulds

2
U 29.0

9.0
L 32.0

8.75

4
U 30.0

8.5
L 33.0

8.75

29M
U 29.5

7.5
L 31.5

8.5

31M
U 31.0

7.75
L 34.0

8.75

16
U 29.0

8.25
L 32.0

9.0

18
U 31.5

9.0
L 35.0

10.0

20
U 33.5

9.5
L 36.5

9.5

Monochrome 33° Moulds

Monochrome 20° Moulds

29L
U 29.5

8.25
L 31.5

8.5

Polychrome Functional Moulds

31L
U 31.5

8.5
L 34.0

9.0

22
U 34.0

10.0
L 38.5

10.5

34L
U 34.0

10.0
L 37.0
10.25

29Z
U 29.0

7.0
L 31.0

8.0

31Z
U 30.0

7.5
L 32.0

8.5

Polychrome 33° Moulds

Polychrome 20° Moulds

Posterior Moulds
1, 2, 4, 29M, 31M, 16, 18 and 20 are available in Monochrome only.

Posterior Moulds
29L, 31L, 22, 34L, 29Z and 31Z are available in Polychrome only.


